
BOTTOM PRIMARY AND SECONDARY
DRAINS CAN BE ACCESSED THROUGH THE
BOTTOM OF THE UNIT. (3/4" NPT FEMALE
CONNECTION)
NOTE: HAND TIGHTEN ONLY

LOW VOLT
POWER SUPPLY

ELECTRICAL
POWER SUPPLY

OFFSET HANGING
BRACKET

FRONT RETURN  
FILTER

LARGE CHASSIS

FRONT ACCESS
PANEL
SMALL CHASSIS

STUD ATTACHMENT
HOLES

LOW VOLT POWER SUPPLY
(LARGE CHASSIS ONLY )

PULL OUT DISCONNECT

WATER-IN

REMOVABLE
SERVICE DOOR

WATER-OUT

Note - Once installed, top of unit must be level or slightly tilted back to ensure proper condensate drainage.

Small Chassis 
(CXAH018-024)

Large Chassis 
(CXAH024-036)

A 36" A 36"

B 203/16" B 24"

C 16⅛" C 21"

D 16" D 19⅞"

E 11" E 15⅞"

Filter 14" x 18" x 1" Filter (30, 36, 31, 32, 37) 18" x 20" x 1"

AIR HANDLER DIMENSIONS
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CXAH018-024 36" 20¼" 16⅛" 16" 11" 1¾" 1½" 2¼" ⅞" 1⅛" 1¾" 4" 6" 10"

CXAH030-036 36" 24" 21" 19⅞" 16" 4⅛" 1½" 1¾" 2" 1¼" 2⅜" 4" 8" 12"

AIR HANDLER DIMENSIONS
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